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Allgemeine Informationen

Elmo Rietschle Vakuumpumpen der Baureihe L-BL2 ist eine kompakte,
anschlussfertige Kreislauf-Vakuumpumpe für einfache Vor-Ort-Montage.
Versorgungsspannung anschließen, Wassertank füllen, Saugleitung installieren –
fertig. Die Pumpen arbeiten luftgekühlt, 100 % ölfrei und während des Betriebs ohne
zusätzlichen Wasserbedarf.

Durch die berührungsfreie Verdichtung des Fördermediums innerhalb der Pumpe
arbeitet diese praktisch wartungsfrei. Dank der patentierten Abluftkühlung verlässt
die Abluft die Pumpe mit Raumtemperatur oder kühler – gereinigt, antistatisch und
staubfrei.

Die Kennlinien gelten bei Ansaugen von Trockenluft und einer Ansaug- und
Umgebungstemperatur von 20 °C. Bei einem Atmosphärendruck von 1013 mbar
abs. (Wasser als Betriebsflüssigkeit) werden die Kennliniendaten eingehalten. Die
Toleranz beträgt ± 10 %.

Datenblatt 2BL2 041

Die Antriebsmotoren sind standardmäßig in Spannungsbreichen für 50 und 60 Hz
und in Schutzart IP 55 ausgeführt. 

Kennlinien

Betrieb als Vakuumpumpe 
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69

Spannungsbereich
Wirkungs-   

grad 

2)

60
440-480 ∆

50 Hz 60Hz

1,98 ∆ 1,15 1,04

□

60 Hz 2BL2…-..

2,35 ∆

460 ∆

2BL2041-2 Q50-7B

NP

IE3

∆

□

/

1,10 69

65

□

1,15

1,36 Υ 0,85380-420 ∆ / 660-725 Υ 2,35

1,04 NP 69

IE3 401,29

3~ 50/60 Hz, IP55, Isolierstoffklasse F

1,58 Υ 1,1560 575 Υ

50

2BL2041-2 Q50-3B
65

□..-

0,85 1,29 IE3 40

3~ 50/60 Hz, IP55, Isolierstoffklasse F

50 500 Υ 1,82 Υ

1,98 Υ 1,15 1,10 NP 

3~

60
220-240 Υ 1,15 1,10 IE3

200 V∆ 200 V YY / 230 V∆ / 400 VY
•

ΥΥ / 440-480 Υ

230 ΥΥ / 460

40

2BL2041-2 □ K50-6B

2,6 Υ 0,85 1,29 IE3

K
190-210 V∆ 190-210 VYY / 220-240 V∆ / 380-420VY

3~ 50/60 Hz, IP55, Isolierstoffklasse F

50 220-240 ∆ / 380-420 Υ 4,5 ∆ /

1,15 1,04 NP 

1

K50-1B

Messflächenschalldruckpegel nach EN ISO 3744, gemessen an einem gleichwertigen Aggregat in 1 m Abstand bei mittlerer Drosselung, angeschlossenen Leitungen, ohne Vakuum- / 
Druckbegrenzungsventil, Toleranz ±3 dB (A). 

IE3

200 ΥΥ

5,40 ΥΥ
60

190-210 ΥΥ / 380-480 Υ /

40

2BL2041-2 □

65

69

IE3

 kW SF -  dB(A)V A

0,85 1,29

Strom Leistung

190-210 ∆ 4,7 ∆

 Gewicht
 ca. 

190-210 VYY / 220-240 V∆ / 380-420VY

475-525 V Y

Schall-
druck-
pegel 

 kg 

Grauguss (innen Keramik beschichtet)

69

65

69

69

460 V∆

200 V YY / 230 V∆ / 400 VY

Bemessungs- Service-
Faktor

Wirkungsgrad

Spannung

Andere Spannungen 

Hz

Seite 2

Alle L-BL2 erfüllen die Richtlinien 2006/42/EG (Maschinen) und 2006/95/EG (Niederspannung) sowie die Norm EN 60034-1 "Drehende elektrische Maschinen". Die Motoren sind nach EN 60
034-1 / -2 / -30 (IEC 60034) und Wärmeklasse F ausgeführt. Die Spannungstoleranz für 3~ Motoren beträgt +/- 10 %. Die Frequenztoleranz beträgt max. +/- 2 %.

Technisches Datenblatt - Ausgabe 08/2019Gardner Denver Deutschland GmbH

Auswahl- und Bestelldaten
Typ 2BL2 041

Bestell-Nr. 

3~ 50/60 Hz, IP55, Isolierstoffklasse F

50

Fre-
quenz

A

Werkst offe

230 V YY / 460 VY
K

220-240 VYY / 440-480VY
•

•
Q

6

3

 475-525 V∆ 550-600 V∆ •
Q

550-600 V Y

•

2,70 Υ 1,15 1,10

4,9 ΥΥ / 2,45

4,60 ΥΥ

5

Υ 3,95 ΥΥ /

Q 7400 V∆ / 690 V Y



2)
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L-BL2
Datenblatt 2BL2 041
Kompakte Kreislauf-Vakuumpumpe

Allgemeine Informationen

Elmo Rietschle Vakuumpumpen der Baureihe L-BL2 ist eine kompakte,
anschlussfertige Kreislauf-Vakuumpumpe für einfache Vor-Ort-Montage.
Versorgungsspannung anschließen, Wassertank füllen, Saugleitung installieren –
fertig. Die Pumpen arbeiten luftgekühlt, 100 % ölfrei und während des Betriebs

Durch die berührungsfreie Verdichtung des Fördermediums innerhalb der Pumpe
arbeitet diese praktisch wartungsfrei. Dank der patentierten Abluftkühlung verlässt
die Abluft die Pumpe mit Raumtemperatur oder kühler – gereinigt, antistatisch
und staubfrei.fertig. Die Pumpen arbeiten luftgekühlt, 100 % ölfrei und während des Betriebs

ohne zusätzlichen Wasserbedarf.
und staubfrei.

Kennlinien

Betrieb als Vakuumpumpe 
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Ansaugdruck p [mbar abs.]

Die Kennlinien gelten bei Ansaugen von Trockenluft und einer Ansaug- und
Umgebungstemperatur von 20 °C. Bei einem Atmosphärendruck vo n 1013 mbar
abs. (Wasser als Betriebsflüssigkeit) werden die Kennliniendaten eingehalten. Die
Toleranz beträgt ± 10 %.

Die Antriebsmotoren sind standardmäßig in Spannungsbreichen für 50 und 60 Hz
und in Schutzart IP 55 ausgeführt. 
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2,6 1,04 1,25
45 2BL2041-2


650,83500  2,65 

2) Messflächenschalldruckpegel nach EN ISO 3744, gemessen an einem gleichwertigen Aggregat in 1 m Abstand bei mittlerer Drosselung, angeschlossenen Leitungen, ohne Vakuum- / 
Druckbegrenzungsventil, Toleranz ±3 dB (A). 

60 575 

/  Y
2BL2041-2 □

69
C00-5A□

1,33

45
 / 660-720 Y 2,95 
 / 600-720 Y 2,85 

H50-4A
200-275  / 345-480 Y 5,0  / 2,9 Y


□

200-240

A

Werkstoffe

H00-7A

3~ 50/60 Hz, IP55, Isolierstoffklasse F, Motorenisolation gemäß UL1446 (File: E101699)

50

/ 1,65 Y 65

60 380-480

Auswahl- und Bestelldaten
Typ 2BL2 041

Bestell-Nr. 

3~ 50/60 Hz, IP55, Isolierstoffklasse F, Motorenisolation gemäß UL1446 (File: E101699)

6550
45 2BL2041-2

Spannung Strom

H

A2BL2 041-..

3 Phasen


220 - 275 V

345 - 415 V

220 - 240 V

50 Hz

 / 345 - 415 V Y

500 V

/ 600 - 720 V Y 

Andere Spannungen 3)

Spannungsbereich

 dB(A)

0

/ 380 - 480 V Y

60 Hz

/ 320 - 380 V Y 200 - 254 V

H

4

7

H

380 - 480 V  / 660 - 720 V Y

575 V  C 5

Festspannung

60 Hz ..- □
50 Hz 60 Hz



□

Hz

185 - 220 V  / 345 - 440 V Y

/ 345-415 Y

V A

50 345-415

60

Fre-
quenz

 Gewicht
 ca. 

 Schalldruck-

 pegel 2)

 kg 

5,0

 Standardausführung Grauguss

Y

69

Leistung
 kW SF

1,330,83

Service-
faktor

Bemessungs-

/ 2,9 Y
1,04 1,00

0,83 1,33

691,04 1,25

S 2

3)

Alle L-BL2 erfüllen die Richtlinien 2006/42/EG (Maschinen) und 2006/95/EG (Niederspannung) sowie die Norm EN 60034-1 "Drehende elektrische Maschinen". Die Motoren sind nach EN 60 034-1 / -2 / -30 (IEC
60034) und Wärmeklasse F ausgeführt. Die Spannungstoleranz beträgt +/- 5 % für 1~ Motoren und 3~ Spannungsbereichs-Motoren. Die Spannungstoleranz beträgt +/- 10 % für 3~ Festspannungs-Motoren. Die
Frequenztoleranz beträgt max. +/- 2 %.

Energiesparmotoren (IE2) auf Anfrage erhältlich. Bitte beachten Sie die entsprechenden Datenblätter.

09/2013G G

 / 310 - 415 V Y180 - 240 V

200 - 260 V  / 350 - 450 V Y

3 Phasen 
200 - 275 V 

450 - 550 V  520 - 600 V 
/ 345 - 480 V Y / 400 V Y/ 345 V Y

 / 690 - 725 V Y / 690 V Y

265 V / 400 - 500 V Y 


/ 400 V Y P

350 - 450 V  / 610 - 725 V Y 400 - 500 V

230 - 290 V

460 V400 V

230 V
7

/ 460 V Y
P

500 V 
 230 V200 V

P

3 Phasen

575 V

P 1

5

6

 Seite 2 Technisches Datenblatt - Ausgabe 09/2013Gardner Denver Deutschland GmbH
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Werkstoffe

Luft-Wasserkühler

Kondensationskühler

Blockpumpe 

Interne Verrohrung

Einspritzdüse
(nicht sichtbar)

Abscheiderentleerung

(nicht sichtbar)

Drosselhülsen 
(nicht sichtbar)

Benennung A  

Blockpumpe 

Laterne / Gehäuse / 
Steuerscheibe / Laufrad

GG / Edelst. / Edelst. / Bronze

Interne Verrohrung (saug- und 
druckseitig)

EPDM / Messing / Kunststoff

Wasserkühler / Luft-Wasserkühler Rohre in KupferWasserkühler / Luft-Wasserkühler

Messing

Abscheiderentleerung Polyamid (PA)

Rohre in Kupfer

Kondensationskühler Rohre in Messing

Drosselhülsen / Einspritzdüse

Gehäuse (2BL) Polyethylen (PE)

Änderungen, insbesondere der Kennlinien, Werte und Gewichte bleiben vorbehalten. Die Abbildungen sind unverbindlich.

Elmo Rietschle is a brand of Gardner Denver

Your Ultimate Source for Vacuum and Pressure

Prematic AG, Märwilerstrasse 43, 9556 Affeltrangen www.prematic.ch Tel. 071 918 60 60, Mail: v-g@prematic.ch
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Gardner Denver Deutschland GmbH Page 1 Technical data sheet - Edition 08/2019

Maintenance and wear are minimal thanks to contact free compression and a built-
in discharge air cooler. Additional features include: quiet operation, continuous
duty design and suitability for humid environments.

The characteristic curves are based on the evacuation of dry air and an intake
temperature of 20 °C. At a suction pressure of 1013 mbar abs. (water as operating
liquid) the characteristic curves will be achieved. The tolerance is ± 10 %.

Vacuum operation 

Data sheet 2BL2 041
Compact circuit vacuum pump

The motors are supplied as standard for the input voltage ranges of 50 and 60 Hz
and for the protection category IP55. 

Performance curves

General information

Elmo Rietschle vacuum pumps of the model range L-BL2 are Also known as the
Elmo Rietschle “Pump in a Box”, these portable units are oil free and air cooled.
They include an L-BV liquid ring pump, industrial electric motor, discharge
separator, seal water cooler and discharge air cooler. To install – simply connect the
suction line and motor and fill the water tank – it’s ready to go!


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Voltage range

Efficiency

Other voltages 

2) Measuring surface sound pressure level acc. to EN ISO 3744, measured with an equivalent unit at a distance of 1 m. The pump is throttled to an average suction pressure, with piping 
connected, but no relief valves fitted, tolerance ±3 dB (A).

50 Hz 60Hz 60 Hz 2BL2…-..

□

NP 69

69

65

NP 

IE3

1,98 ∆

Q50-7B
60

440-480 ∆

1,15460 ∆

2,35 ∆

∆2,35 / 1,36

1,04

1,10 2BL2041-2

Υ 0,85 1,29 40

1,15 IE3

1,15 1,04

3~ 50/60 Hz, IP55, Insulation material class F

50 380-420

60 575 Υ

/ 660-725

0,85 1,29

∆ Υ

..-

Q50-3B

IE3

□

□

2BL2041-2

□

1,82 65Υ

1,58 Υ

40

K50-6B

69

3~ 50/60 Hz, IP55, Insulation material class F

50 500 Υ

Υ

ΥΥ

Υ 1,15

4,9 /

1,10

1,10 2BL2041-2

0,85

□

69

IE3

NP 
60

220-240 ΥΥ / 440-480 Υ

230 ΥΥ / 460

1,29 IE3 4065

2,45 Υ 1,15

Υ

3~

4,5 ∆ / 2,6 Υ

200 V∆ 200 V YY / 230 V∆ / 400 VY
•

50 220-240 ∆ / 380-420

1,04 NP 

3~ 50/60 Hz, IP55, Insulation material class F

694,60 ΥΥ 1,15

K
190-210 V∆ 190-210 VYY / 220-240 V∆ / 380-420VY

200 ΥΥ

5,40 ΥΥ / 2,70 1,10 IE3Υ 1,15
60

190-210 ΥΥ / 380-480 Υ

40

2BL2041-2 □

65190-210 ∆ 4,7 ∆

Service 
factor

Efficiency

Voltage Current Power

Sound pressure
level

 Rated

Typ 2BL2 041

190-210 VYY / 220-240 V∆ / 380-420VY 220-240 VYY / 440-480VY

475-525 V Y

Gardner Denver Deutschland GmbH Page 2

All L-BL2 fulfil the 2006/42/EC (machinery) and 2006/95/EC (low voltage) directives and the EN 60034-1 norm “Rotating electrical machines”. The motors comply with EN 60 034-1 / -2 / -30
(IEC 60034) and thermal class F. Voltage tolerances for three phase motors are +/-10%.  The frequency tolerance is +/- 2 % maximum.

Technical data sheet - Edition 08/2019

69

69

Mater ials

Selection and ordering data

 kg 

50

Cast ir on (internal surface with ceramic coating) A

V A  kW SF - dB(A)

200 V YY / 230 V∆ / 400 VY 230 V YY / 460 VY

Order No. 

Hz

3~ 50/60 Hz, IP55, Insulation material class F

Fre-
quency

1

 Weight
 Approx. 

• K 6

3550-600 V Y •
Q

 475-525 V∆ 550-600 V∆ •
Q

0,85 1,29 IE3

K50-1B

•
Q 7

3,95 ΥΥ / 1,98

5

400 V∆ / 690 V Y 460 V∆



2)
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L-BL2
Data sheet 2BL2 041

General information

Elmo Rietschle vacuum pumps of the model range L-BL2 are Also known as the
Elmo Rietschle “Pump in a Box”, these portable units are oil free and air cooled.
They include an L-BV liquid ring pump, industrial electric motor, discharge
separator, seal water cooler and discharge air cooler. To install – simply connect

Maintenance and wear are minimal thanks to contact free compression and a built-
in discharge air cooler. Additional features include: quiet operation, continuous
duty design and suitability for humid environments.

Compact circuit vacuum pump

separator, seal water cooler and discharge air cooler. To install – simply connect
the suction line and motor and fill the water tank – it’s ready to go!

Vacuum operation 

Performance curves
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The characteristic curves are based on the evacuation of dry air and an intake
temperature of 20 °C. At a suction pressure of 1013 mbar abs. (w ater as operating
liquid) the characteristic curves will be achieved. The tolerance is ± 10 %.

The motors are supplied as standard for the input voltage ranges of 50 and 60 Hz
and for the protection category IP55. 
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

65
2BL2041-2 □45

1,33
C00-5A

60 575  2,6

50 500  2,65 

H00-7A
380-480  / 660-720 Y 2,95 

2BL2041-2 □
50 345-415  / 600-720 Y 2,85 
60

69

3~ 50/60 Hz, IP55, Insulation material class F, motor insulation system according UL1446 (File: E101699)

200-275

Voltage Current

V A

 / 345-480 Y  / 2,9 Y

45

 / 2,9 Y

/  Y

/ 1,65 Y 1,33

Order No. 

 dB(A)Hz

65

1,00

Power

kW

 / 345-415 Y 5,0

Measuring surface sound pressure level acc. to EN ISO 3744, measured with an equivalent unit at a distance of 1 m. The pump is throttled to an average suction pressure, with piping connected, but no 
relief valves fitted, tolerance ±3 dB (A).

3~ 50/60 Hz, IP55, Insulation material class F, motor insulation system according UL1446 (File: E101699)

575 V

60 Hz

50

5,0

Fre-
quency

□

 V

Sound
pressure

level 2)

 Weight
 Approx. 

 kg 

□60 Hz

A

/ 320 - 380 V Y 200 - 254 V

3 Phase



2BL2 041-..

Selection and ordering data

60
45

69

69

H50-4A

1,25

200-240
2BL2041-2 □

65

Typ 2BL2 041

/ 380 - 480 V Y
0

/ 600 - 720 V Y 

50 Hz 

7


C
345 - 415 V

500 V

/ 345 - 440 V Y
4


380 - 480 V 


/ 660 - 720 V Y

220 - 275 V


5

Materials

Standard version Cast iron 

H

60 Hz

H

1,25

Voltage range

A
50 Hz

Fixed voltage

..-

Other voltages 3)

2)

H

185 - 220 V
200 - 240 V  / 345 - 415 V Y

Service-
factor

 Rated

1,04

0,83

1,04

SF

1,330,83

1,04

0,83

P200 - 275 V

575 V

/ 310 - 415 V Y
3 Phase

C

5

All L-BL2 fulfil the 2006/42/EC (machinery) and 2006/95/EC (low voltage) directives and the EN 60034-1 norm “Rotating electrical machines”. The motors comply with EN 60 034-1 / -2 / -30 (IEC 60034) and
thermal class F. For three phase motors tolerances are +/-10% for fixed voltage motors and +/-5% for voltage range motors. Single phase machines are designed with a +/- 5% tolerance. The frequency tolerance
is +/- 2 % maximum.

3)

/ 400 - 500 V Y
520 - 600 V

6230 - 290 V/ 350 - 450 V Y

High efficiency motors (IE2) available on request. Please refer to corresponding data sheets.




500 V

/ 345 - 480 V Y / 400 V Y 1

3 Phase



P



/ 345 V Y

/ 610 - 725 V Y 400 - 500 V 460 V
 265 V/ 400 V Y

7350 - 450 V  / 690 V Y400 V
/ 460 V Y

 / 690 - 725 V Y
200 - 260 V



450 - 550 V 500 V

5


P
P230 V

200 V
575 V
230 V180 - 240 V 

Technical data sheet - Edition 09/2013Gardner Denver Deutschland GmbH Page 2
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Materials

air-water cooler

condensation cooler

Monobloc pump

seperator drain

internal pipework

Injection nozzle 
(not visible)

Throttle sleeves

Drain of seperator Polyamide (PA)

Internal piping  (suction- and 
discharge side) 

EPDM / Brass / Plastic

Water cooler / air-water cooler Pipes in copper

Condensation cooler Pipes in brass

Throttle sleeves / injection nozzle Brass

Denomination A  

Monobloc pump 

Changes in particular of the quoted performance curve, data and weights may occur without prior notice. The data given do not constitute an obligation from our side to deliver as shown.

Elmo Rietschle is a brand of Gardner Denver

Housing (2BL) Polyethylen (PE)

Lantern / Casing / Port Plate / 
Impeller

GG / SS / SS / Bronze

Your Ultimate Source for Vacuum and Pressure

air-water cooler

condensation cooler

Monobloc pump

seperator drain

internal pipework

Injection nozzle 
(not visible)

Throttle sleeves

Your Ultimate Source for Vacuum and Pressure
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