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ZFD

ZFD 145 (02)

ZFD 145 (01)

ZFD 216 (03)

ZFD 216 (02)

ZFD 216 (01)
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 ZFD Kondensatabscheider Condensate separator Séparateur de condensat Separatore della condensa

 N Datenschild Data plate Etiquette caractéristique Targhetta dati
 O Pfeilschild Direction arrow Sens de rotation Freccia senso di rotazione
 X Luftentölelement Oil separator element Elément déshuileur Filtro separatore aria-olio
 S Anschluss für Lufteintritt Connection air entry Sortie air raccordement Collegamento entrata aria
 T Anschluss für Luftaustritt Connection air exit Entrée air raccordement Collegamento uscita aria
 h Ausbauhöhe Servicing height  Extension hauteur Spazio di apertura
 m3/h Volumenstrom Capacity Volume engendré Portata volumetrica
 ∆p [mbar] Druckverlust (Ansaugdruck  Pressure loss (Suction Perte pression (Pression Perdita pressione (Pressione 
  500 mbar (abs.)) pressure 500 mbar (abs.)) d'aspiration 500 mbar (abs.)) di aspirazione 500 mbar (abs.))

ZFD m3/h
∆p

S T
[mm]

ZFD X
mbar a b ød e f g h k

145 (02) 60 130 G 3/4 G 3/4 217 72 129 28 134 - 20 150 200887 730526

145 (01) 80 170 G 1 G 1 217 72 129 28 134 - 20 150 200833 730526

216 (03) 100 70 Rp 11/4 Rp 11/4 325 114 195 50 - 246 25 176 201449 730527

216 (02) 150 100 Rp 11/2 Rp 11/2 325 114 195 50 - 246 25 176 201450 730527

216 (01) 200 130 G 2 G 2 325 114 195 50 220 - 25 176 200834 730527
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