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Technical data and parts lists
ENG

   RDT 4969.P1

Weight and dimensions

VD 3

weight [single-phase] 5,5 kg
weight [three-phase] 4,9 kg 

VD 6

weight [single-phase] 7,8 kg
weight [three-phase] 7,2 kg 

VD 8

weight [single phase] 8,3 kg
weight [three-phase] 7,7 kg 
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RDT 4969.P1

VD 3 VD 6 VD 8
Nominal capacity 
Portata nominale 
Nennsaugvermögen 
Caudal nominal
Débit nominal 

m3/h

50 Hz

3

6 8

60 Hz 7.2 9.6

Vacuum (Abs) 
Vuoto (Assoluto)
Vakuum (abs.)
Presión final (absoluta) 
Vide (absolu)

mbar < 150
(<120*)

< 150
(<120*)

< 150
(<120*)

Voltage
Tensione
Spannung
Voltaje
Tension

v 110/230 AC 110/230 AC 110/230 AC

Motor power
Potenza motore
Motorleistung
Potencia motor
Puissance du moteur

W 120 250 250

Dimensions
Dimensioni
Abmessungen
Dimensiones
Dimensions

mm 50 Hz  ~ 3

l 201 239 248

w 108 158 158

h 124 124 124

Total weight
Peso totale
Gesamtgewicht
Peso total
Poids total

kg ~ 3 4.9 7.2 7.7

*Versione a tenuta di vuoto / *Vacuum-sealed version / *Vakuumversiegelte Version / *Version 
scellée sous vide / *Versión sellada al vacío
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VD 3 - VD 6 - VD 8

16

3

4

1

5

6

7

8

14

9

11

19

18

10

17

15

21

20

13
12

 

Prematic AG, Märwilerstrasse 43, 9556 Affeltrangen www.prematic.ch Tel. 071 918 60 60, Mail: v-g@prematic.ch



5

Technical data and parts lists
ENG

RDT 4969.P1

VD 3 - VD 6 - VD 8

VD 3 VD 6 - VD 8
Standard Vacuum sealed Standard Vacuum sealed

No. Parts Name Quantity Required

1 Motor 1 1 1 1

3 Motor flange 1 1 1 1

4 Seal ring - 1 - 1

5 Capacitor (single-phase version) 1 1 1 1

6 OR - 1 - 1

7 Pump body 1 1 1 1

8 OR - 1 - 1

9 Rotor 1 1 1 1

10 Vane 3 3 3 3

11 External side cover 1 1 1 1

12 External cover Hex. screw 3 3 4 4

13 Lock washer 3 3 4 4

14 Pump body Hex screw 1 1 1 1

15 1/8” Plug 2 2 - -

16 1/8” Washer 2 2 - -

17 Seeger 1 1 1 1

18 Stainless steel suction filter 1 1 1 1

19 3/8” Washer - - 2 2

20 3/8” Plug - - 2 2

21 Washer - - 4 4

OPTIONAL Silencer 1 1 1 1
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